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ROOF SHEETING

LEGEND
A = 254 x 146 x 37 I Section as Columns
B = 152 x 152 x 37 H Section as Columns
C = 254 x 146 x 37 I Section as Rafters
D = 254 x 146 x 37 I Section as Rafters
E = 175 x 75 x 20 x 3 CFLC As Purlins
F = 175 x 75 x 20 x 3.5 CFLC As Girts
G = 30 x 30 x 3 RSA + 4mm Endplate
      and 1-M10 (8.8) Bolt and Sag Bars
H = 60 x 60 x 4 RSA as Gable End
      Trimmer
I = 48.4 x 3.5 thk CHS as Horisontal
      Rafter Cross Bracing
J = 88.9 x 3.5 thk CHS as Vertical
      Cross Bracing
L = 152 x 152 x 37 H Section as Gable
      Columns
M = 50 x 50 x 5 RSA as Knee Bracing
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STEEL NOTES:
1. REFER TO DRG 2104161-S-000 FOR GENERAL NOTES AND

SPECIFICATIONS.
2. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL

RELEVANT ARCHITECT's DRAWINGS, DETAILS &
SPECIFICATIONS.

3. ANY DISCREPANCY TO BE BROUGHT TO THE ENGINEERS
ATTENTION IMMEDIATELY.

4. STEEL FABRICATOR TO DO SITE MEASUREMENTS BEFORE
COMMENCING FABRICATION.

6. SHOP DRAWINGS TO BE SUBMITTED FOR DESIGN INTENT
APPROVAL PRIOR TO ANY MANUFACTURE

7. THIS DRAWING TO BE READ IN CONJUNCTION WITH
DRAWING 2104161/S/003

8. ALL SETTING-OUT TO ARCHITECTS' DRAWINGS.

9. PROVIDE 6mm CAPPING PLT's ATOP ALL VERTICAL SUPPORT
MEMBERS U.N.O.

10. NEUTRAL AXES OF ALL CONNECTING MEMBERS INTERSECT
U.N.O.

11. ALL STEEL TO BE S 355 JR. ALL PLATES TO BE MIN. 350W

12. SEE GENERAL NOTES FOR SPECIFICATION ON FIXING OF
STEEL MEMBERS TO CONCRETE.

13. ALL BOLTS TO BE  GRADE 8.8 BOLTS U.N.O.

14. 6mm FILLET WELDS ALL-ROUND U.N.O.

15. ALL STEEL AND FIXINGS TO BE HOT DIPPED GALVANIZED
ACCORDING TO SANS-121

16. NO ELECTROPLATED FIXING WILL BE ACCEPTED
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